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UltraTough M&I, UltraBig M&I, PosiDrive M&I High Speed Doors  
EXCLUSIVE LIFETIME SBR FABRIC WARRANTY  

Albany Door Systems  warrants to the original owner of the door that the styrene-butadiene rubber (SBR) fabric door 
panel (curtain) will be free of defects in materials and workmanship for the lifetime  of the door. Door panels (curtains) 
made of EPDM are warranted for a period of five (5) years . This warranty covers material failure under normal wear condi-
tions; it does not cover labor, polyethylene terephthalate (PET) weave, windlok, roll strips, and windows after the first 
twelve (12) months .  Use of petroleum-based products on the door panel (curtain) will void this warranty. 

              ONE-YEAR WARRANTY ON MECHANICAL AND ELECTRICAL COMPONENTS 

Albany Door Systems  warrants to the original owner of the door that the mechanical and electrical components will be free 

from defects in material and workmanship for a period of one (1) year  from the date of shipment.. The warranty does not 
cover fuses, heat lamp elements, bulbs, seals and straps. 

 

Only defects brought to the attention of Albany Door Systems  during the warranty period will be covered by this warranty. 

 

Albany Door Systems will replace component parts covered by this warranty, which are found to be defective upon inspec-

tion by an Albany Door Systems  representative. Installation or use of parts other than those authorized by Albany Door 
Systems  will void this warranty. 

 

PARTS AND ASSEMBLIES sold separately by Albany Door Systems that fail due to defects in material or workmanship 

within ninety (90) days from the date of shipment will be replaced under warranty provided installation has been carried 
out in accordance with all Albany Door Systems procedures. This warranty is limited to providing a replacement part only. 
This warranty does not cover freight, special charges, or any costs associated with the installation of the replacement part. 

 

This warranty covers material failure under normal wear conditions; it does not cover damage caused by collision or other 

abuse of the product. Adjustments made to the control panel or to the mechanical operation of the door without the authori-
zation of Albany Door Systems  will void this warranty. Any changes made to product configuration without the express 
written approval from Albany Door Systems may null and void this warranty.  

 

Albany Door Systemsô obligations under this warranty are limited to repairing or replacing the defective part including labor 

and Albany Door Systems  shall not be responsible for any other losses or damages due to the operation of any door or 
parts covered by this warranty.  Warranty parts will be shipped regular ground freight at the expense of Albany Door Sys-
tems.   
 

This warranty shall be void in its entirety if the failure of any product shall be caused by any installation, operation, or mainte-

nance of the product which does not conform with the requirements set forth by the seller in the applicable product manu-
als or is in the result of any cause other than a defect in the material or workmanship of the product. 

No other oral or written representations made by Albany Door Systems  or its agents are a part of this warranty unless spe-

cifically set forth in writing by an authorized Albany Door Systems  official.  
 
 THE ABOVE SET FORTH WARRANTY IS SELLER'S SOLE WARRANTY. SELLER MAKES NO OTHER WARRANTY 
 OF ANY KIND WHATSOEVER, EXPRESSED OR IMPLIED; AND ALL IMPLIED WARRANTIES OF MERCHANTABIL
 ITY AND FITNESS FOR A PARTICULAR PURPOSE WHICH EXCEED THE AFORESTATED OBLIGATION ARE 
 HEREBY DISCLAIMED BY SELLER AND EXCLUDED FROM THIS AGREEMENT.  
 

WARNING 
Do not install, operate or service the product unless you have read and understand  
the safety practices, warnings, installation and maintenance instructions contained  

in this manual.  
 

Albany Door Systems - A Company of Albany International Corp. All Rights Reserved 
1080 Maritime Drive, Port Washington, WI 53074 - 975-A Old Norcross Road, Lawrenceville, Georgia 30045  
262-268-9885 or 877-9252468 
v4202010 

STATEMENT OF WARRANTY 

http://en.wikipedia.org/wiki/Polyethylene_terephthalate
http://en.wikipedia.org/wiki/Polyethylene_terephthalate
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INTRODUCTION 

The contents of this manual are designed to help you install UltraTough M&I high speed doors. 
DO NOT begin to install the high speed door unless you have read through the instructions in 
this manual.  

The safety alert symbol is used to identify safety information about hazards that can 
result in personal injury.  A signal word (DANGER, WARNING, or CAUTION) is used 
with the safety alert symbol to indicate the likelihood and the potential severity of in-
jury.  In addition, a hazard symbol may be used to represent the type of hazard. 

DANGER indicates a hazard that, if not avoided, will 
result in death or serious injury.  

WARNING indicates a hazard that, if not avoided, 
could result in death or serious injury.  

CAUTION indicates a hazard that, if not avoided, 
might result in minor or moderate injury.  

CAUTION, when used without the alert symbol, indi-
cates a situation that could result in damage to the 
door.  

NOTICE is used to inform you of a method, refer-
ence, or procedure that could assist with specific 
operations or procedures.  

Other symbols that may be used in this manual are: 

Lock Out / Tag Out  Crushing  Fire Shock  Read Manual  
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Delivery and Inspection  

Lock -Out Tag -out all electrical power supplied to the 
door before making any electrical installations or 
connections.  Also Lock -out Tag -out any equipment 
near the installation site if that equipment may be 
inadvertently operated into the area used to assem-
ble and install the door.  Failure to properly deener-
gize electrical circuits and disable equipment during 
installation and/or maintenance could result in 
death or serious injury.  

Improper installation of anchoring devices or instal-
lation into aged or unsound concrete block, or other 
wall material may result in premature wear, product 
failure, property damage, or serious personal injury.  

Use proper lifting equipment and techniques.  Prop-
erly secure all loads.  Failure to properly secure all 
lifting loads could result in death or serious injury.  

Secure the work area so that persons 
not working directly on the installation 
do not enter the work area.  

SITE PREPARATION 

Electrical Supply  
Qualified electrician must make all electrical 
mountings and connections in accordance with 
all applicable regulating body(s) electrical codes 
and standards. See  the applicable electrical 
manual for specifications and wiring instructions. 

Door Opening  
1.Are the door jambs and support wall structur-

ally sound providing a flat surface for the side 
columns to mount against? 

2.Check the width and height of the door opening 
and verify the measurements against the 
dimensions of the door. 

3.Is the opening square?  Plumb? 
4.Is the floor level across the opening? 

Make all necessary structural repairs and improvements 
to provide a ñyesò answer to each of the questions above. 

TOOLS AND MATERIALS REQUIRED  

Personnel  
Twoðthree people to install the door 

One person qualified to operate forklift, hoist, or 
crane 

One person qualified to do structural welding 

One electrician to install and connect the control 
  panel and all electrical wiring 
 

Tools  
Assorted wrenches 

Tape measure 

Carpenterôs square 

Level (6ô minimum) 

Water level, Laser or Transit 

Lifting device (fork lift, hoist, crane) 

Lifting Straps, chains or cables 

2 ladders or personnel lifts (tall enough to reach 
above the door head) 

Other tools as needed for welding 

Materials  
Wire as specified on the electrical schematic 

Electrical supplies needed to comply with al-
regulating body electrical codes and stan-
dards. 

UNPACKING AND PREPARING  

1.Inspect and unpack the components.  Report any 
damage immediately to Albany Door Systems at 
(262)-268-9885.  Refer to the serial number tag lo-
cated on the door side frame. 

2.DO NOT cut the banding which holds the door in a roll 
until instructed to do so in a later procedure. 

The door panel and roll assembly could be 
damaged.  Use evenly spaced padded sup-
ports to prevent rips, tears, or bending of 
the roll assembly.  Failure to protect the roll 
assembly could result in damage to the 
door.  



6 Manual # 6410T0017 Version  1.0   

STANDARD LRC ARCH SPEC ð ONE PIECE IDLER 
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STANDARD LRC FRAMING DETAIL ð ONE PIECE IDLER 



8 Manual # 6410T0017 Version  1.0   

LARGE LRC ARCH SPEC ð TWO PIECE IDLER 
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LARGE LRC FRAMING DETAIL ð TWO PIECE IDLER 
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Setting up the side frame  
The door is usually to be installed centered over the door 
opening. Also at this time establish a level line or mark on 
each side of the door opening (must be marked in order to 
establish a reference height in case of an uneven floor). This 
can be accomplished using either a water level or an optical 
measuring device. Measuring down from this mark to the 
floor on each side of the door opening will tell you if your floor 
is level at the points of installation for each of the side frames.  
 
(Example: If on side A, you measure from your level mark to 
the floor and it 46ò and side B it measures 47ò. This measure-
ment tells you that Side A should be installed first right on the 
floor and that Side B will have to be raised 1ò in order to be 
level with Side A). See figure 1. 

Once you have established which side frame 
to install first, fully plumb and level it as 
shown.  Centering the door in the doorway 
opening will allow for minor variations in the 
existing door opening. 

Installation  

PREPARATION 
 

 
Some wall surfaces are not ideal and may require shimming to keep the side frames square to each other. 
Proper installation will help eliminate photocell misalignment problems and curtain binding issues.  
 
Reference the previous shop drawing pages for door size and opening size requirements. You must verify the 
opening size to door ordered size before beginning the installation of the door.  
 
Some applications may have inclusion framing or structural mounting steel that will need to be erected in place 
prior to the installation of the door. Refer to the factory supplied door framing detail drawings for installation 
dimensions and specifications.  
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Temporarily secure the second side frame to the opening. Once this is done verify all dimensions are plumb and 
square. The door width distance should be the same between the two side frames at any point along the door open-
ing height. 
 
At this time you must weld both sides of the guide to the structure by placing a 2ò vertical fillet weld every 12ò on cen-
ter down the entire length of the guides. All welds are to be cleaned and painted to prevent rust. 

2"  vertical fillet weld every 12"  on center 

entire length of guide on both sides

Do not weld the top of the 

guides at this time

LH RH

Before unbolting the hinged guide cover you will need to verify the gap in the guide that the curtain will travel in. The 
gap setting should be 1/2ò with a tolerance of + 1/16ò. To ensure that the gap is correct you can simply pass a 1/2ò 
bolt or key stock through the guide gap opening to check for wide or narrow points in the guide. If any variations are 
encountered, you can spread open the narrow areas with a pry bar or reduce the gap opening areas by striking the 
outside portion of the guide with a soft faced dead blow hammer or a large clamping device. This should be done 
with care so as not to chip or damage the paint or coating of the guide. 
 
Once this is done you can unbolt the hinged portion of the guide cover and swing them open. It is recommended that 
you check for weld spatter or any thing in the guide that could cause wear to the curtain. 
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Header mounting angle weldment  
Once the guide installation has been completed the header mounting angles can be put into place and welded 
out as shown in the detail below. The outside mounting angles will be welded in place after the header is set into 
place which is shown in a later instruction. 
 

 
Consideration must be given that the mounting angles support the weight of the complete 
header assembly and must be welded properly to the specifications shown in the drawing 
below. This is considered a structural weld and must be performed by a qualified welder. 

The plug welds must be ground flush along with the butt welds at the bottom of the 

mounting angles. All  welds are to be cleaned and painted to prevent rusting.  

Header Mounting Angle Weldment

Beveled butt weld to be 

ground flush and smooth

Grind Flush

 DW + 12"  

(*1) See Note

*1 The outside measurement of the header mounting angles are to be set at Door Width + 12ò. The tolerance 
for this measurement  is to be held at no more than ï1/16ò.  
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Installing the lintel brush seal  
Every UltraBig M&I Door System is supplied complete with a lintel sealing brush, the purpose of which is to seal the 
area between the wall and the curtain. To install the lintel seal, use fasteners appropriate for anchoring into the wall 
material and reference drawings below for details. 

Top roll seal mount for doors with 

single idler barrel  

Doors with a single idler barrel will 
require that a false lintel angle bracket 
be mounted to the wall as shown. 
This will provide a mounting surface 
for the brush seal to be mounted to. 
False lintel to be anchored 1ò in from 
the ends and every 12ò on center. 
 The brush will mount to the bottom of 
the bracket utilizing self drilling 
screws. The end of the brush will 
need to extend from the wall 4.25ò   
This is best installed prior to installing 
the header assembly. 

Top roll seal mount for doors 

with a two piece idler barrel  

The brush seal attachment 
bracket will be anchored to the 
wall as shown in the drawing to 
the left. There are two different 
anchoring points to secure the 
bracket to the wall. The upper 
section is most critical to keep the 
anchors within the 2ò range from 
the top of the bracket as shown in 
blue highlight. Anchoring further 
away from the top of the bracket 
could allow for the bracket to flex 
and bend over the anchor points. 
The lower section under the lintel 
should be anchored out near the 
edge to keep the bracket flush to 
the lintel but allows for a little 
more tolerance then the upper 
position anchors. Anchors should 
be 1ò in from the ends and every 
12ò on center. Mounting of the 
bracket is recommended prior to 
setting the top roll header in 
place. 

2ò 
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Mounting the drive unit  
The drive unit will have to be installed at this time. To eliminate possible damage to the drive unit the drive is not 
mounted at the factory. Follow the instructions below for proper mounting procedures.  

 The drive unit will be in its own box ac-
companied with a box that contains the hoist 
chain. The drive mounting hardware and drive 
chain will be in the crate with the side frames 
or the door cover crate if supplied.  
 Sling the drive unit between the motor 
and gearbox taking care not to wrap the sling 
around the brake release rod or hoist shaft. Lift 
the drive into place and install the four bolts. 
Position the drive to the highest point in the 
slots and tighten the bolts. 

 The barrel drive sprocket will be mounted 
on the door already. You will need to loosen the 
set screws of this sprocket and align it with the 
drive sprocket on the drive unit. Be sure that the 
chain does not rub the header plate. The 
sprocket on the drive is already set and does not 
require adjustment. It is recommended that you 
do not loosen or try to adjust this sprocket. 
 
 Install the chain around the sprockets. 
The supplied chain will be longer then what is 
needed. You will need to break the chain prop-
erly at this point and install the supplied master 
link. Half  or offset links are not required. 
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Once the master link is in place install the 

cotter pins and flare the ends slightly with 

pliers. 

Now that the chain is installed you will 

loosen the drive mounting bolts and tension 

the chain by allowing the drive to drop 

down in the slots. You might have to 

manually turn the drive with the hoist to 

get the chain adjusted properly. The weight 

of the drive will provide adequate tension 

for initial startup of the door. The chain 

will require tensioning again after the first 

50-100 cycles of the door. 


